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GLKX.EX27989 - Liquid Concentrates, High-expansion
Foam

Liquid Concentrates, High-expansion Foam

See General Information for Liquid Concentrates, High-expansion Foam

DAFO FOMTEC AB EX27989
Po Box 683

SE-135 26 Tyreso, SWEDEN

Fomtec LS xMAX, nominal 3 percent, +35 F minimum storage and use temperature.

Foam concentrates for use with the following equipment:
Fomtec LS xMAX, 3 Percent

PROPORTIONERS - RATIO CONTROLLERS, KCA Bladder Tanks, Model MXC, with the following ratio controllers

Controller Size Orifice Size Flow Rate Range
Description (in.) (in.) (gpm)
KCA Model KFP 3 0.362 50-740
KCA Model KFP 4 0.485 46-1600
KCA Model KFP 6 0.700 99-3050
KCA Model KFP 8 0.975 242-4942

PROPORTIONERS - RATIO CONTROLLERS WITH BALANCING VALVE (ILBP), KCA Bladder Tanks, Model MXC, with the following ratio
controllers

Controller Size Orifice Size Solution Flow Rate Range
Description (in.) (in.) (gpm)
KCA Model KBP 3 0.362 150-750
KCA Model KBP 4 0.485 287-1244
KCA Model KBP 6 0.700 742-2428
KCA Model KBP 8 0.975 1953-4459

FIXED FOAM GENERATORS - HYDRAULICALLY POWERED

Foam
Breakdown
Foam Capacity Inlet Pressure Constant S
Description (cfm) (psi) (cfm/(gpm) Sprinkler Type+
KCA, Model KGH2000 2089 75 29 5.6
KCA, Model KGH10000 5970 - 13098 40-103 83 5.6

+ "5.6" refers to spray type, upright or pendent, nominal 5.6 K factor sprinklers
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